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Application Note 

Standardization of bromide-bromate standard 
solution 
 

Industry  Petrochemicals 

Instrument  Automatic potentiometric titrator 

Measurement method Redox titration 

Standards ASTM D1159, ASTM D5776, GB/T 11135, SH/T 1767 

 

 

 

 

&DXWLRQ 
This measurement is performed using organic solvents and strong acids. When you 
follow this application note, wear masks, gloves, protective equipment, etc. The 
automatic potentiometric titrator should be installed and used in fume hoods where 
local exhaust ventilation is possible. 

 

Bromide-bromate standard solution is used as a titrant to determine the bromine value and 

bromine index in various standards such as ASTM. This Application Note introduces the 

standardization of 0.25 mol/L bromide-bromate standard solution according to ASTM D1159. 

The reaction formula for the standardization is as follows (1) bromine formation, (2) displacement 

reaction with potassium iodide, (3) titration by sodium thiosulfate solution. The concentration of 

the adjusted bromide-bromate solution is determined by titrating with a sodium thiosulfate 

solution of known concentration. 

 
 
 
 

 
 

 
 

Before starting measurements each day, purge the titrant several times between the reagent bottle 

and the burette to equalize the titrant concentration, then discharge about 10 mL of the titrant 

between the burette and the titration nozzle. 

 

 

 

Clean the electrodes and titration nozzle with pure water in that order, then immerse them in pure 

water. If the titration nozzle is left exposed to the air, the components in the titration solution will 

precipitate out, and the nozzle will clog.  

 

 

 

Main unit Automatic potentiometric titrator (Preamplifier STD) 

Electrode Combined platinum electrode (C-272) 

 Temperature compensation electrode (T-171) 

 

  

4. Apparatus 

1. Scope 

2. Precautions 

(1) KBrO3 ＋ 5KBr ＋
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